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. REVISION DATA
RoHS Compllant SM|  EcN DESCRIPTION DATE | APPROVED

NOTES:
Current Rating: 2. 0AMP
Voltage Rating: 500V AC/DC
Contact Resistance: 20mQ Max
Insulation Resistance: 1000MQMin
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Operation Temperature: —-40°C to +105TC

Contact Material: Phosphor Bronze
Contact plating: Au or Sn over 50u" Ni

0 K Insulator Material: PA6T+30%G. F UL94V-0
9 Recommended P.C.B Layout(TOP Side)
% (PCB BOARD TOLERANCEi0.0E))
o HOW TO ORDER
SB40-S XX S XX - X
o) No.of Pins per Z?I(_‘;I;a;/ge Type:
C o~ Row:02-40Pins B:Tube
- o C:W/Cap in Tube
—+ D:W/o Cap in Tape & Reel
o E:W/Film in Tube
| ™~ F:W/Film in Tape & Reel
‘ 7 o Plating Code R:With Cap in Tape & Reel
_1 G:Bag
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Q| [+2.00%0.10 PINO.50X0.20 ‘« Full GoldType | Gold Prasason ooty ares | FullTinType
S ~——2.00 X No. of Contacts—2.00£0.25—+ Tin Plated on Solder Area
< =———2.00 X No. of Positions+0.50+0.30 —— SECTION A-A 00: GoldFashn | 50: Gold Flasn, T 100w | T1: Tin 100u"
SECTION B-B 03 Gold 10u | 9. Gold 106", Tim 000" | Wi Matte T
- 04 : Gold 15u" S4: Gold 15u”, Tin 100u"
05: Gold 20u" S5:Gold 20u", Tin 100u"
06 : Gold 30u" S6: Gold 30u", Tin 100u"
ElectronAix
TOLERANCE: |PROJECTON| €@-F—F TszL(E)E) ol Hoador Sincl R
. - .00mm Female Header Single Row
ANGLE %3 DATE 02-08-08 Straight Type H=4.0g
xix ig;? DRAWN XL |PART NO:
XX  +040|CHECKED SB40-SXXSXX-X
REV: UNIT: SCALE: SIZE:
X.  %0.50 |APPROVED A UNTE L [SCAE L 912E L,
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